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IN THE CLAIMS: 

The text of all pending claims, (including withdrawn claims) is set forth below. Cancelled 
and not entered claims are indicated with claim number and status only. The claims as listed 
below show added text with underlining and deleted text with str i keth rough . The status of each 
claim is indicated with one of (original), (currently amended), (cancelled), (withdrawn), (new), 
(previously presented), or (not entered). 

1. (CURRENTLY AMENDED) A mobile device with an input unit, a display unit, a memory 
unit and a central control unit, the mobile device comprising: 

a biomedical signal measurement module that detects biomedical signals from a user's 
body, and classifies the detected biomedical signals by respective signals outputting the 
classified signals; and 

a processor h e a l th car e modu le that: 

analyzes an emotional state and physical condition of the user based on the classified 
signals input from the biomedical signal measurement module and physical information of the 
user, th e h e a l th car e modu l e compr i s i ng: 

an e mot i onal stat e analys i s unit, i nclud i ng a f e atur e ana l ys i s un i t th a t extracts feature 
values of the classified biomedical signals input from the biomedical signal measurement 
module, 

a subtract e r un i t that obtains differences between the extracted feature values from th e 
f e atur e ana l ys i s un i t and predetermined feature values, af*d 

a support v e ctor mach i n e (SVM) un i t that classifies the user's emotional state by 
respective emotions in accordance with the differences of the feature values obta i ned by th e 
subtract e r un i t , and 

a phys i ca l cond i t i on ana l ys i s unit that analyzes the user's physical condition based on the 
classified biomedical signals input from the biomedical signal measurement module and the 
user's physical information , and 

selects values related to a specific emotion among values of the plurality of classified 
emotions and calculates and outputs an index and a level for the specific emotion . 

2. (ORIGINAL)The mobile device are claimed in claim 1, wherein the biomedical signal 
measurement module comprises: 

a sensor unit for detecting one or more biomedical signals from the user's body; and 
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a sensor control unit for controlling the sensor unit, classifying the biomedical signals 
input from the sensor unit by the respective biomedical signals and outputting the classified 
biomedical signals. 

3. (ORIGINAL)The mobile device as claimed in claim 2, wherein the sensor unit 
comprises a hear rate sensor for detecting heartbeat-related biomedical signals. 

4. (PREVIOUSLY PRESENTED) The mobile device as claimed in claim 3, wherein 
the biomedical signals of heartbeat are photoelectric pulse plethysmograph (PPG) signals. 

5. (ORIGINAL) The mobile device as claimed in claim 2, wherein the sensor unit 
comprises a skin temperature sensor for detecting skin temperature-related biomedical signals. 

6. (PREVIOUSLY PRESENTED) The mobile device as claimed in claim 2, wherein 
the biomedical signals of skin temperature are skin temperature (SKT) signals. 

7. (ORIGINAL)The mobile device as claimed in claim 2, wherein the sensor unit 
comprises a skin resistance sensor for detecting skin resistance-related biomedical signals. 

8. (PREVIOUSLY PRESENTED) The mobile device as claimed in claim 7, wherein 
the biomedical signals of skin resistance are electrodermal activity (EDA) signals. 

9. (ORIGINAL)The mobile device as claimed in claim 2, wherein the sensor unit 
comprises a body fat sensor for measuring body impedance required for calculation of a body fat 
percentage. 

10. (PREVIOUSLY PRESENTED) The mobile device as claimed in claim 2, wherein 
the sensor unit comprises at least one of a heart rate sensor, skin temperature sensor, skin 
resistance senor and body fat sensor, and the sensor unit further comprises a filter for filtering 
the detected biomedical signals and an amplifier for amplifying the filtered biomedical signals. 

11. (PREVIOUSLY PRESENTED) The mobile device as claimed in claim 2, wherein 
the sensor unit comprises at least one of heart rate sensor, skin temperature sensor, skin 
resistance sensor and body fat sensor and wherein the sensor unit is installed at a position on 
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the mobile device with which user's hand comes into contact when the user holds the mobile 
device. 

12. (PREVIOUSLY PRESENTED) The mobile device as claimed in claim 2, wherein 
the sensor control unit corrects user-to-user variation of the biomedical signals that are output 
from the sensor unit. 

13. (ORIGINAL) The mobile device as claimed in claim 1, wherein the biomedical 
signal measurement module is constructed to be detachably coupled to the mobile device. 

14. (ORIGINAL) The mobile device as claimed in claim 13, wherein the biomedical 
signal measurement module is constructed in the form of a case capable of accommodating the 
mobile device therein. 

15-16. (CANCELED) 

17. (CURRENTLY AMENDED) The mobile device as claimed in claim 1, wherein 
the f e atur e ana l ysis un i t compr i s e s: processor 

a h e artb e at ana l ysis un i t for receives*^ photoelectric pulse plethysmograph (PPG) 
signals to detect heartbeat signals and extractsifKj feature values related to the heartbeat 
signals; 

a sk i n conductiv e r e spons e ana l ys i s unit for receivesm§ electrodermal activity (EDA) 
signals and extractsmg feature values related to a skin conductive response; and 

a sk i n t e mp e ratur e analysis un i t for receivesm§ skin temperature (SKT) signals and 
extractsi«§ feature values related to skin temperature. 

18. (CURRENTLY AMENDED) The mobile device as claimed in claim 17, wherein 
the h e artb e at ana l ys i s un i t compr i s e s: processor further 

a h e artb e at d e t e ct i on unit for receivesmg the PPG signals to detect the heartbeat signals 
and convertsm§ the detected heartbeat signals into time series signals of heart rate variability; 

a sp e ctrum ana l ys i s unit for analyzesmg a spectrum of the heartbeat signals in response 
to the time series signals of the heart rate variability; and 

a m e an/standard d e viation ca l cu l ation un i t for calculatesmg a mean value and standard 
deviation value of the heartbeat signals in response to the time series signals of the heart rate 
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variability. 

19. (CURRENTLY AMENDED) The mobile device as claimed in claim 18, wherein 
the h e artbeat detect i on un i t compr i ses: processor further 

a band pass fi l t e r for e xtractsipg signals falling within a specific band of the PPG signals; 

a m e d i an filt e r for removesm§ noise existing in the filtering results of the band pass filter; 

an add e r for calculatesm§ a difference between the filtering results of both the band pass 
filter and the median filter by adding a reciprocal number of the filtering result of the median filter 
to the filtering result of the band pass filter; 

a match e d fi l ter for extractsm§ the heartbeat signals from output signals of the adder; 

and 

a z e ro c l ipp e r for performsift§ zero clipping for the heartbeat signals. 

20. (CURRENTLY AMENDED) The mobile device as claimed in claim 1, wherein 
the subtract e r unit processor uses feature values of a normal emotional state for the user as the 
predetermined feature values on which the user's emotional state is determined. 

21. (CURRENTLY AMENDED) The mobile device as claimed in claim 1, wherein 
the processo r SVM un i t further compris e s: 

an SVM class i f ie r for classifyiesn§ the user's emotional state into a plurality of emotions 
by analyzing the differences of the features values obtained from the processor subtract e r un i t; 

cn ref 

an emot i ona l stat e d e t e rm i nat i on unit for s e l e ct i ng valu e s r el at e d to a sp e c i f i c emot i on 
among va l ues of th e plura li ty of e mot i ons c l ass i f ie d by th e SVM class i fier and ca l cu l at i ng and 
outputt i ng an i nd e x and a le v el for th e sp e cif i c e mot i on . 

22. (CURRENTLY AMENDED) The mobile device as claimed in claim 21, wherein 
the processor SVM un i t further compr i s e s: 

a databas e for storesmg a plurality of pieces of emotion data for training the SVM 
classifier, and trained results of the SVM classifier based on the emotion data. 

23. (CURRENTLY AMENDED) The mobile device as claimed in claim 1, wherein 
the phys i ca l condition analys i s un i t processo r compr i s e s: 

a body fat p e rc e ntag e calculatesi on un i t for ca l cu l at i ng body fat percentage based on a 
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body impedance value detected by the biomedical signal measurement module and user's 
height, weight, age and sex; and 

a calorie consumption calculat ion un i t for calculating calorie consumption due to 
exercise based on average heart rates and body fat percentages before/after exercise detected 
by the biomedical signal measurement module. 

24. (CURRENTLY AMENDED) A health care method using a mobile device, 
comprising the st e ps of : 

detecting biomedical signals from a user's body; 

classifying the detected biomedical signals by respective signals; 

analyzing an emotional state of the user by extracting a plurality of feature values from 
the classified biomedical signals, calculating differences between the extracted feature values 
and predetermined feature values, and classifying the user's emotional state by respective 
emotions based on support vector machine (SVM) classification in accordance with the 
calculated differences of the feature values; and 

analyzing a physical condition of the user based on the classified signals and user's 
physical information^ 

the analyzing the emotional state comprising selecting values related to a specific 
emotion among values of the plurality of emotions classified by the SVM classifier and 
calculating and outputting an index and a level for the specific emotion . 

25. (CURRENTLY AMENDED) The method as claimed in claim 24, further 
comprising th e st e ps of : 

selecting, by the user, a health care menu on a mobile device with a biomedical signal 
measurement module; and 

if the user selects emotional state measurement, activating the biomedical signal 
measurement module to detect the biomedical signal in the mobile device. 



26. (CANCELED) 



27. (CURRENTLY AMENDED) The method as claimed in claim 24, further 
comprising th e st e ps of : 

classifying the user's emotional state into a plurality of emotions by analyzing the 
differences of the features values; and 
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selecting values related to an emotion selected among the classified emotions, 
calculating an emotional state index and level for the selected emotion, and displaying the 
calculated emotional state index and level on a display unit of the mobile device. 

28. (ORIGINAL) The method as claimed in claim 24, wherein the biomedical 
signals detected from the user's body include biomedical signals of heartbeat. 

29. (PREVIOUSLY PRESENTED) The method as claimed in claim 28, wherein the 
biomedical signals of heartbeat are photoelectric pulse plethysmograph (PPG) signals. 

30. (ORIGINAL) The method as claimed in claim 24, wherein the biomedical 
signals detected from the user's body include skin temperature-related biomedical signals. 

31 . (PREVIOUSLY PRESENTED) The method as claimed in claim 30, wherein the 
biomedical signals of skin temperature are skin temperature (SKT) signals. 

32. (ORIGINAL) The method as claimed in claim 24, wherein the biomedical 
signals detected from the user's body include skin resistance-related biomedical signals. 

33. (PREVIOUSLY PRESENTED) The method as claimed in claim 32, wherein the 
biomedical signals of skin resistance are electrodermal activity (EDA) signals. 

34. (ORIGINAL) The method as claimed in claim 24, wherein the biomedical 
signals detected from the user's body are filtered by a filter and then amplified by an amplifier. 

35. (CANCELLED) 

36. (PREVIOUSLY PRESENTED) The method as claimed in claim 24, further 
comprising the step of correcting user-to-user variation of the biomedical signals detected from 
the user's body, the correcting the user-to-user variation comprising: 

determining whether the user's body is in contact with the biomedical signal 
measurement module; 

if it is determined that the user's body is in contact with the biomedical signal 
measurement module, determining whether the correction of the user-to-user variances of the 
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detected biomedical signals is required; 

if it is determined that the correction of the user-to-user variances of the detected 
biomedical signals is required, checking whether values of the detected biomedical signals are 
above a maximum limit level and decreasing a gain of an amplifier if the values of the detected 
biomedical signals are above the maximum limit level; and 

if the values of the detected biomedical signals are equal to or less than the maximum 
limit level, checking whether the values of the detected biomedical signals are equal to or less 
than a minimum limit level and increasing the gain of the amplifier if the values of the detected 
biomedical signals are equal to or less than the minimum limit level. 

37. (PREVIOUSLY PRESENTED) The method as claimed in claim 24, wherein the 
step of analyzing the biomedical signals and extracting the plurality of feature values to be used 
for determining the user's emotional state comprises the steps of: 

receiving photoelectric pulse plethysmograph (PPG) signals to detect heartbeat signals 
and extracting feature values related to the heartbeat signals; 

receiving electrodermal activity (EDA) signals and extracting features values related to a 
skin conductive response; and 

receiving skin temperature (SKT) signals and extracting feature values related to skin 
temperature. 

38. (PREVIOUSLY PRESENTED) The method as claimed in claim 24, wherein the 
predetermined feature values on which the user's emotional state is determined are feature 
values for a normal emotional state of the user. 

39. (PREVIOUSLY PRESENTED) The method as claimed in claim 24, wherein the 
step of classifying the user's emotional state by the respective emotions uses an SVM classifier 
that classifies the user's emotional state into a plurality of emotions based on a statistical 
learning theory. 

40. (ORIGINAL) The method as claimed in claim 25, wherein the biomedical signal 
measurement module is configured to be detachably coupled to the mobile device. 

41. (ORIGINAL) The method as claimed in claim 40, wherein the biomedical signal 
measurement module is constructed in the form of a case capable of accommodating the mobile 
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device therein. 

42. (ORIGINAL) The method as claimed in claim 25, further comprising the steps 
of, if the user selects body fat measurement, 

activating a body fat sensor in the biomedical signal measurement module mounted to 
the mobile device; 

measuring body impedance from the user's body by the body fat sensor; and 
calculating a body fat percentage of the user's body based on the measured impedance 

and user's physical information and displaying the calculated the body fat percentage on the 

display unit. 

43. (ORIGINAL) The method as claimed in claim 25, further comprising the steps 
of, if the user selects calorie consumption measurement, 

activating a heart rate senor and a body fat sensor in the biomedical signal measurement 
module; 

measuring heartbeat signals and body impedance before/after exercise from the user's 
body by the heart rate sensor and the body fat sensor; and 

analyzing the heartbeat signals and the body impedance before/after exercise to 
calculate average heart rates and body fat percentages before/after exercise, calculating calorie 
consumption due to exercise based on the calculated average heart rates and body fat 
percentages before/after exercise, exercise time, and user's physical information, and displaying 
the calculated calorie consumption on the display unit. 

44. (PREVIOUSLY PRESENTED) The method as claimed in claim 25, further 
comprising the step of, if the user selects history management, displaying measurement results 
according to respective desired terms on the display unit. 
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